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395107 | 07/10 | 0.18;0.007 | 10° | Lakiery naturalne
395207 | 07/20 20°
395407 | 07/40 40°
395109 09/10 | 0.23:0.009 10° Lakiery bezpigmentowe
395200 09/20 20° GlEjE
395300 | 09/30 3
395400 | 09/40 4¢°
395509 | 09/50 50°
395609 | 09/60 60°
395111 11/10 | 0.28;0.011 10° Lakiery syntetyczne
395211 11720 20° Lakiery PWC
395311 11/30 30°
395411 11/40 40°
39551 11/50 50°
395611 11/60 60°
395811 11/80 80°
395113 | 13/10 | 0.33;0.013 10° Lakiery
395213 | 13/20 207 Lakiery podkiadowe
395313 | 13/30 30° Lakiery nawierzchniowe
395413 | 13/40 40°> | Fillery
395513 | 13/50 50°
395613 | 13/60 60°
395813 | 13/80 80°
395115 | 15710 | 0.38;0.015 10° Fillery
395215 | 15/20 20° Farby antykorozyjne
395315 | 15/30 £l
395415 | 15/40 40°
395515 | 15/50 50°
395615 15/60 a0°
395815 | 15/80 80°
395217 17/20 | 0.43;0.017 20° Farby antykorozyjne
395317 | 17/30 30° Farby latexowe
395417 | 17/40 4¢°
395517 | 17/50 50°
395617 | 17/60 60°
395817 | 17/80 80°




Zastosowanie

Citweaar [l

M kat. E mm, cal ‘E

3 g |
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395219 | 19/20 | 0.48;0.019 zﬂﬁ i iR |
395319 | 19/30 30 Farby latexowe
395419 | 19/40 40° |
395519 19/50 50
395619 | 19/60 60° |
395819 19/80 a0° |
395221 | 21720 | 053;0.021 | 20° ‘
395421 | 21/40 4o | Ferbyz pylem cynkowym
395521 | 21/50 gy | ERIEEEMAT Mlkowyn
Farby antykorozyjne

395621 | 21/60 60° Kleje
395821 | 21/80 80°
395423 | 23/40 | 0.58:0.023 | 40°
395623 | 23/60 60°
395823 | 23/80 80° |
395425 | 25/40 | 0.64;0.025 | 40° '
395625 | 25/60 60° |
395825 | 25/80 80° |
395427 | 27/40 | 0.69:0.027 | 40°
395627 | 27/60 60° |
395827 | 27/80 80°
395429 | 29/40 | 0.75;0.029 | 40°
395629 29/60 &0*
395829 | 29/80 80°
395431 31/40 | 0.790.031 40°
395631 | 31/60 60°
395831 | 31/80 80°
395435 | 35/40 | 0.90;0.035 | 40°
395635 | 35/60 60°
395835 | 35/80 80° |




